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UPGRADE 
Bolted pumps offer 
enhanced flow rates, solids 
passage, and/or premium 
sealing capabilities. 

INSTALLATION 
Servicing 
No costly footprint or piping 
adjustment needed

CONNECTION 
TYPES 
Now available with both NPT 
and BSP connections for  
2” & 3” aluminum and 
stainless steel.

VARIETY 
Now available in  
2” & 3” aluminum and 
stainless steel.

RELIABILITY 
Thick walled manifold 
casting deliver excellent 
abrasion resistance and 
service longevity

Versa-Matic 2” and 3” aluminum and stainless steel bolted metallic pumps 
are now available in dimensionally interchangeable models to replace Wilden 
and Versa-Matic clamped series pumps, as well as Wilden PS820 and PS1520 
Advanced Fit™ (formally Wilden “Drop In”) pump units. Upgrade to bolted 
units without the time and expense of changing your system.

DIMENSIONALLY INTERCHANGEABLE

DROP IN  PUMPS

Wilden®

Interchangability
with Wilden 2” and 3” 

Original and Advanced 
Fit units
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VERSA-MATIC®

Warren Rupp, Inc.
A Unit of IDEX Corporation
800 North Main Street 
Mansfield, OH 44902 USA

Phone: 419.526.7296
Fax: 419.526.7289
www.versamatic.com ©Copyright 2015 Warren Rupp, Inc. All Rights Reserved.

Contact Your Local Distributor to Place Your Order:

GET THE FULL LIST OF  
INTERCHANGEABLE PUMPS  

by scanning this QR code  
with your smartphone.

Need the App? Download any FREE  
QR App from your devices store. 

N E W  D I M E N S I O N A L LY  I N T E R C H A N G E A B L E  D R O P - I N  P U M P S
UPGRADE YOUR INSTALLED VERSA-MATIC & WILDEN PUMPS WITH THE NEW DROP-IN BOLTED UNITS

EXAMPLES OF NEW DROP IN PUMP MODELS

Installation Costs to 
Replaced  a Hard Piped 

Pump Unit
New Drop-In Bolted 

Pumps From Versa-Matic
Non-Dimensionally 

Interchangeable Pumps

Labor  
(Rate & Time)

$70.00 x 0.5 Hrs: 

$35.00
$70.00 x 3.0 Hrs: 

$210.00
Installation  

(Mounts, piping, and fitting changes)

No piping or foot mount changes required: 

$0.00
Threaded mounts ($16.00 x 4) = $64.00

Hard pipe refit per pump = $450.00 

$514.00

Estimated Total Installation Costs
$35.00 + 0.00: 

$35.00 per pump
$210.00 + $514.00: 

$724.00 per pump

• 2” Aluminum Bolted Drop In for E2AA****9C-DW-ATEX
• 2” Aluminum Bolted  Drop In for E2AA****9C-DV-ATEX
• 3” Aluminum Bolted Drop In for E3AA****9C-DV-ATEX

• 2” Stainless Steel Bolted Drop In for E2S*****9C-DW-ATEX
• 2” Stainless Steel Bolted Drop In for E2S*****9C-DV-ATEX 
• 3” Stainless Steel Bolted Drop In for E3S*****9C-DV-ATEX

*Example Data Assumptions: Installation costs associated with replacing an installed 2” aluminum Wilden or Versa-Matic clamp style pump with any non-dimensionally interchangeable pump style (All AODD brands could apply).  Rates will very 
depending on variables, use your specific data to calculate individual savings.   Contact your distributor to learn more.  
All original equipment manufacturers’ names, colors, pictures, descriptions and part numbers are used for identification purposes only. All other trademarks, registered trademarks and product names are the property of their respective owners.  
Wilden® is a registered trade name of Wilden Pump and Engineering Company, a Dover Resources Company. 

$689.00 IN SAVINGS


